
 786 SERIES EMI/RFI BACKSHELLS

FEATURES 

● ISO 2593 compliant

● Nickel Plated Extruded Aluminum

● Seamless design with symmetrical
wall thickness improves structural

---integrity 

● Superior EMI/RFI attenuation due to

improved strain relief design

● Accommodates industry standard --- ---

--- V.35 connectors

● Provided with one-piece metal   ----------

--  jackscrews installed

● Large exit strain relief does not exceed

---profile of hood 

  Dimensions are for reference only 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

CDM Jevons Inc. 

Phone: + Fax: + Toll Free Phone: 1-800-267-4492 Toll Free Fax: 1-877-267-4493 

www.jevons.on.ca

in mm

786.734-90 .250 - .500 6.35 - 12.7

786.934-90 .400 - .600 10.16 - 15.24

Cable OD Range
Part Number

http://www.jevons.on.ca/
Matt J. Whetham
Text Box
1986 Sideroad 15, Tottenham, ON L0G 1W0 CANADA

Matt J. Whetham
Text Box
905-939-8001

Matt J. Whetham
Text Box
905-939-8002
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J SECT I ON 

CDM Jevons Inc. believes the data contained here to be reliable. Since the technical information 

is given free of charge, the User employs such information at his own discretion and risk. CDM Jevons Inc. 

A-A 

assumes no responsibility for results obtained or damages incurred from use of such information in whole or in part. 
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DESCRIPTION QTY 

Small fixed strain relief Ni Plated ABS 

Small loose strain relief Ni Plated ABS 

Plastite screw #4 5/16 Zn Plated Steel 

Plastite screw #4 5/16 Zn Plated Steel 

Aluminum hood Ni Plated 

Female jackscrew UNC 6-32, Ni Plated HH Brass 

Male jackscrew UNC 6-32, Ni Plated HH Brass 

Taptite screw UNC 4-40 Zn plated steel (bulk) 
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NOTES: 

1. For cable diameter 6.25 to 12.7mm [0.25-0.50 inch].

date name mm matl code 
dr 01/07/91 T.W .A. surface 

V 
� 

chk 01/07191 G.S.E. I SO 130 2 scale finish 
appd 05/12 /01 G.V.W.

1:1 
tolerance 

See table 

See table 
ISO R406 

@---E3-
heattreat 

I SO R110 1 

1 

1 

2 

2 

1 

1 

1 

4 

I 05-033 24105105 JG 

prod group 

V.35

title HOOD ASSY 

TOP SMA 

H 02-082 05112/02 G. V. W. art no dwg no sheet format 

,,__G __ SL_D
--+-

_11_/0_9_/0_1 ___ L ._P ·

---1 
786.734-90 8 325131 

213 
A3 F 07/11 /96 F.H. 1of1 

rev l tr 

B 

[ 



A 

B 

-,( I 
' .._/ 

C 

D 

,L 

� 
--d- --d-

• • --d-
� N � C) 
'-0 � ex:?_ CD 

Ln 
• 

--d- =

7 I◄ 

35 

[1.378] 

r-A 

l.-A J 42,85 

[1.687] 

so ,3 

[1.98] 

CDM Jevons Inc. believes the data contained here to be reliable. Since the tecmical information
is given free of charge, the User employs such information at his own discretion and risk. CDM Jev0rc; Inc. 
assumes no responsibility for results obtained or damages incu-red from U5e of sr...>::h information in whole or in part. 

2 3 

SECTION A-A

0'-

0'­

N 

(Yl 
• 

(Yl= 

ITEM 

1 

2 

3 

4 

5 

6 

7 

8 

DESCRIPTION QTY 

Large fixed strain relief Ni Plated ABS 1 

Large loose strain relief Ni Plated ABS 1 

Plastite screw #4 7 /16 Zn Plated Steel 2 

Plastite screw #4 5/16 Zn Plated Steel 2 

Aluminum hood Ni Plated 1 

Female jackscrew U NC 6-32, Ni Plated HH Brass 1 

Male jackscrew UNC 6-32, Ni Plated HH Brass 

Taptite screw UNC 4-40 Zn plated steel (bulk) 
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NOTES: 

1 

4 

1. For cable diameter 10.20 to 15.30mm [0.402-0.602 inch].

date name 
dr 09/02/96 F.H. 

chk 10/09/01 L .P. 
appd 05/12/01 G.V.W.

H 05-033 30/05/05 JG 

mm matl code 
surface 

V 
� 

ISO 1302 scale finish 1: 1 
tolerance 
ISO R406

@--EJ 
heattreat 

I SO R1101 

prod group title 

V.35

G 02-048 09/09/02 G. V. W. art no dwg no 
F SLD 10109/01 L.P. 786_934_90E Rev .upd 17110/96 F .H. 8325132 

See table 

See table 
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